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NOTES = GEM BUILDING

A. DESIGN CRITERIA
1. 1997 STANDARD BUILDING CODE
2. ACI-318-95/318R-95 H
3. DESIGN SOIL PRESSURE: 2000 PSF
TO BE PROVIDED BY OTHERS

B. DESIGN LOADING
7. ROOF LIVE LOAD - 100 PSF
2. FLOOR LIVE LOAD - 150 PSF
3. WIND LOAD - 150 MPH (PER ASCE 7-95)

w EXPOSURE C., USE FACTOR 1.0

o C. DESIGN SPECIFICATION ON MATERIAL
10 -0 1. CONCRETE - STANDARD WEIGHT. 5000 PSI. 28 DAYS
_ ) 3¥-saw2 gy 2. REINF. STEEL - ASTM A615. GRADE 60
| I e nvs— R I MINIMUM LAP — 30" G
3. MINIMUM COVER - EXTERIOR - 1 1/4"
INTERIOR - 3/4"
4. WELDED WIRE FABRIC - ASTM A185,
MIN. LAP 8”. ALTERNATE JOINTS IN PANEL
W/ DOUBLE MESH
5. ERECTION/LIFTING INSERTS/DEVICES SHALL _
BE INSTALLED PER MFR’S RECOMMENDATIONS
6. ALL ERECTION/LIFTING DEVICES SHALL BE
2-TON CAPACITY.
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D. OTHER
1. REFER TO OWNER'S PROJECT REQUIREMENTS
FOR SPECIFICATIONS ON BUILDING COMPONENTS F
(WINDOWS. DOORS. EQUIPMENT BASES.,
LOUVERS): HVAC EQUIPMENT (A/C. EXHAUST
FANS): PLUMBING FIXTURES (PIPES. DRAINS):
ELECTRICAL EQUIPMENT (POWER PANELS,
CONDUITS. SWITCHES. LIGHTING FIXTURES)., ETC.
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3" PVC SLEEVE @ 2'-0" AFF FOR GROUND CONDUCTOR.

3” PVC SLEEVE @ 8'-6" AFF FOR POWER FEED.

POWER PANEL -SIEMANS- 120/240V (44 1/2"x 28 1/8"x 6")
3” PVC SLEEVE @ 4"-10" AFF FOR E/G RECEPTACLE.

LOCATION OF CONTRACTOR FURNISHED TRANSFER SWITCH. DPDT., a
SIEMANS CAT. NO. PIA2QJ150CTS.
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FOR A 10°X16'X10° PRECAST CONCRETE BUILDING. D
PREFERRED FINISH: FLUTED OR EXPOSED WASHED ROCK.
H I I | | 1] DOOR AND HARDWARE: ONE 3'-6" X 7’ ALUMINUM DOOR. BEST LOCK
SET

3N (7 PIN)» CLOSER. THRESHOLD. WEATHER-STRIPPING AND DRIP CAP.
PAINTED WALLS AND CEILING.
\A003/ COOL ING:

1 EACH 2. 800 CFM SHUTTER MOUNTED EXHAUST FAN

3¢ 33" 1 EACH 50" X 50" GALVANIZED LOUVER
ALUM DOOR 1 EACH 24” X 24" GALVANIZED MOTOR DAMPER
1 EACH 37" X 44 5/8" GENERATOR EXHAUST LOUVER
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ELECTRICAL:

1T EACH ELECTRICAL PANEL 120/240 VOLT. 100 AMP., SINGLE PHASE
MAIN BREAKER. C
WITH 30 SPACES., ALL SPACES NOT USED FOR BUILDING SERVICE
SHALL BE FILLED WITH 1 POLE. 20 AMP BREAKERS. BREAKERS ARE
TO BE BOLT ON TYPE BREAKERS.
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